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Technical Data

NS3037Energy

®

Performances

Max Flow Rate (l/h)

*measure in mm

Design Features and Materials

Number of plungers ....................................3
Stroke........................................................70 mm
Absorbed motor power up to.....................37 kW
Weight ..................................................2100 kg
Water consumption ...................................90 l/h
Lubricating oil ISO VG 150.........................28 l
Gearbox oil EP 220 ....................................10 l
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• Designed according to the EU safety rules (CE standards), engineered, manufactured
and tested according to ISO EN 9001 Quality System

• Sanitary and aseptic execution, designed for CIP and SIP
• Suitable for abrasive and viscous products
• Homogenizing pressure up to 1500 bar
• Monoblock compression head design up to 600 bar pressure
• Multi block VHP compression head design for operation over 600 bar, to avoid stress concentration

and block failure
• Easy implementation in remote control systems and complete process lines
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- special high grade duplex / super-duplex SS alloy
- 

Compr
MONOBLOCK or Multi-Block VHP construction

ession head
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Product line connections

 

Power end

ball type (PVB) or poppet type (PVP) in solid Stellite®

Main options

- Chr

Pressure Gauge

ome coated stainless steel
- Tungsten carbide coated stainless steel
- Solid ceramic

- Pneumatic actuated
- wear parts made of Tungsten Carbide, Ceramics as option
- 

high efficiency NanoValve® as option

 
- DIN 11851, Tri-Clamp®
- others as option upon request

- rugged cast iron power frame
- forced lubrication with low oil pressure switch
-     polished SS machine casing on painted steel frame

- high pressure pump version
- 2nd stage homogenizing valve
- electric power board for fixed or

variable capacity

- sanitary design analog high pressure gauge


